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LIQUID CRYSTAL DISPLAY DIVISTON
PRODUCTS INFORMATION

‘TENTATIVEI

FEATURES

(1) High Luminance and long life, Twin CCFL Backlight
(2) Low reflection and clear 256k-colors (K=1024)

(3) Thin and light weight design.

(4) Full compatible with LTMI0C273 (SVGA)

APPLICATIONS

(1) FA Equipment.
(2) 0A Equipment.
(3) Display Terminals.

MECHANICAL SPECIFICATIONS
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26cm COLOR TFT-LCD MODULE

(10.4 Type)
LTM10C209A

(5) 640x480 pixels color display.
(6) Lamp replaceable structure
(7) Fast response.

(4) Measuring Instrument.
(5) New Media Equipmenl.

Specifications
X 188.8(H) X 12max (D) mm
X 480 (H) Pixels

| 265.0(W)
640 (W)

Active Area 211.2(W) X 158.4(H) mm
Pixel Pitch 0.33 (W) X 0.33 (H) mm _
Weight (Approx.) 590 g fod _
Backlight CCFL, Side-light type (Twin Lamps)
ABSOLUTE MAXIMUM RATINGS
| [ tem 5 | NMin® 4 JMaz. Unit
Supply Voltage (Vo) -0. 3 7.0 V
(Vi) -0 2000 Vrms
FL Driving Frequency (fr1) 0 100 kHz
Input signal Vollage (Vis)f (1 N-0.3 YDD+0. 3 V
Operaling Temperature /0 50 y 8
Storage Temperalure -20 60 e
Storage Humidily 10 90 »RH
(Max.Wet bulb temp.= 39C)
ELECTRICAL SPECIFICATIONS (Ta=25C)
llem . Min. Typ.
Supply Vollage (Vub) 4. 79 5.0
_ (Ve | 500 550
FL Starl Vollage(Ta=0TC) 1500 =
High Level Input Voltage (Vin) 3.5 = |
~Low Level Input Voltage (Vi) 0 -
Current Consumption 125
- 6'0 -
"' **" Power Consumption ~ 3%

%1):8 Color Bars Pattern
+2) :Excepting the efficiency of FL Inverter

OPTICAL SPECIFICATIONS (Ta=25%C)

[tem

Contrast Ratio

Response Time

Luminance

*The information contained herein is presented only as a guide for the applications of our products. No responsibility 1s assumed by

TOSHIBA for any infringements of patents or other rights of the third parties which may result from its use. No license 1s granted by
implication or otherwise under any patent or patent rights of TOSHIBA or others. _
*The information contained herein may be changed without prior notice. It is therefore advisable to contact TOSHIBA before proceeding
with the design of equipment incorporating this product.

One step solution for LCD / PDP / OLED panel application: Datasheet, inventory and accessory! www.panelook.com






